
Shelter from  
the Storm

Hurricane Resistant
Exit Devices



To meet demanding windstorm requirements, it is critical to install reliable  
and durable hardware on your facility. SARGENT exit devices, when used with 
ASSA ABLOY Group brand doors, provide a complete solution for openings  
that need to be hurricane resistant.

Features
n   ANSI/BHMA A156.3 Grade 1 certified

n   UL Listed for Panic (UL305) and Fire Rated (UL10C)

n   Successfully tested to the following:

 - ASTM E330, E1886 and E1996 test methods

 - TAS-201, 202 and 203 High Velocity Hurricane  
  Zone (HVHZ) protocols

n   Meets Florida Building Code (FBC) requirements

n  Exit devices available in rim, mortise, concealed 
vertical and surface vertical rod configurations 

n   Electrified functions, including electric latch  
retraction, available

n   Available with Studio Collection decorative levers  
and optional MicroShield® antimicrobial coating

Applications
n   Schools

n   Hospitals

n   Offices

n   Government facilities

Hurricane Rated Exit DevicesHurricane Ratings
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MicroShield® 
As part of their promise to provide innovative solutions to 
their customers, certain ASSA ABLOY Group brands offer 
the MicroShield® technology, a silver-based antimicrobial 
coating designed to inhibit the growth of bacteria.

MicroShield® is a registered trademark of Yale Security Inc., 
an ASSA ABLOY Group company.

SARGENT Manufacturing Company 
800-727-5477 • www.sargentlock.com

Copyright © 2013 Sargent Manufacturing Company, an ASSA ABLOY Group company.  
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Sargent Manufacturing Company is prohibited.

Latching 
Points

Max. Size  
of Opening

Single or  
Double Doors

Max. Design  
Pressure (psf)

Max. Impact Energy  
Resistance (ft-lbs)

HC8800  
Rim

1 8’0” x 8’0” Double* +70/- 70 350

WS8800  
Rim

1 3’0” x 7’0” Single +60/-60 350

WS8900  
Mortise

1 3’0” x 7’0” Single +60/-60 350

MD8600  
Concealed  
Vertical Rod

2 8’0” x 8’0” Double +86/-86 350

HC8700  
Surface  
Vertical Rod

2 8’0” x 8’0” Double* +65/-65 350

HC4-8700  
Surface  
Vertical Rod

2 8’0” x 8’0” Double +150/-150 350

* Pair of doors with HC980 mullion

To meet assembly requirements, use in conjunction with doors  
from ASSA ABLOY Group companies CECO DOOR and CURRIES.

8600 Series Concealed 
Vertical Rod

8700 Series Surface 
Vertical Rod

8800 Series Rim

8900 Series Mortise


